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Interchangeability:

FASTER NV SERIES - INTERTRACO

N SERIES, STUCCHI IR SERIES
According to request is manufactured
from AISI 303 and AlISI 316Tl

Temperature Range:
25°C +125°C (-13°F +257°F )

Working Pressure:
0-300 bar (O - 4350 PSI )

Standard Version:
Steel

Zinc Plated

Seals - Nitrile (NBR)

Material:

Coupler Body - Zinc Plated
Sleeve - Steel

Valve - Steel

Springs - Steel

Balls - Stainless Steel

Seals - BUNA (NER)
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OIL QUICK COUPLINGS
RACCORD RAPIDE HUILE
SCHNELLKUPPLUNGEN FUR HYDRAULIK

Interchangeabilité:

FASTER NV SERIES - INTERTRACO
N SERIES, STUCCHI IR SERIES
Selon la demande est fabriqué
de AISI 303 et AlSI 316TI

Température d'utilisation:
-25°C +125°C ( -13°F +257°F )

Pression de Service:
0 - 300 bar (0 - 4350 PSI )

Version Standard:
Acier

Zingué

Joint - Nitrile (NBR)

Matiere:

Corps de Coupleur - Zingué
Bague - Acier

Clapet - Acier

Ressort - Acier

Billes - Acier Inoxydable
Joint - BUNA (NBR)

Kompeatibilitt:

FASTER NV SERIES - INTERTRACO
N SERIES, STUCCHI IR SERIES
Auf Anfragen in Edelstahl:

AlISI 303 und AlSI 316Tl

Temperaturbereich:
-25°C +125°C (-13°F +257°F )

Betriebsdruck:
0- 300 bar ( 0- 4350 PSI |

Standardversion:

Stahl

verzinkt

Dichtungen - Nitril (NBR)

Material:
Kupplungsgrundkérper - verzinkt
Hiilse - Stahl

Ventil - Stahl

Federn - Stahl

Kugeln - Edelstahl

Dichtungen - BUNA (NBR)

" FemALE THReADED CoupLER / CoupLEUR RAPIDE FEMELLE TARAUDE
KupPLUNG MIT INNENGEWINDE
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" FemALE THReADED PLuG / CoupLEUR RAPIDE MALE TARAUDE
NippLE MIT INNENGEWINDE
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NPTF thread on request / Filetage NPTF sur demande / NPTF-Thread auf Anfrage

For more information please contact us. / Pour plus d'informations, veuillez nous consulter. / Fir weitere Informationen kontaktieren Sie uns bitte.




